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Government of India
Ministry of Environment & Forests

{IA Division) :
Paryavaran Bhawan

CGO Complex, Lodhi Road

New Delhi— 110 003

E-mail: plahujarai@yahoo.com

Telefax: 011: 2436 3973

F.No. F. No. J-11011/272/2009- 1A 11 () : | Dated the July 7, 2009

To, :
The Director (Works) i

M/s Godavari Biorefineries Limited
Sameerwadi, Bagalkot Dist.,
Karnataka

Sub: Expansion of Distillery unit capacity from 200 KLPD to 320 KLPD based on
grains/cassavaltapiocalsugar cane juice/ beet sugar juice/molasses - as raw
material and 40KLPD ENA to 260 KLPD ENA at Sameerwadi, Bagalkot District
in Karnataka by M/s Godavari Biorefineries Limited- reg environmental
clearance ' :

Sir, :

- This has reference to your letter No.SMR/GBL/MOEF/120KLPD/09-10 dated
15.4.2009 along with Form-1 and prefeasibility report seeking envifonmental clearance
under the. provisions of Environmental impact Assessment Notification, 2006 on the above
mentioned subject. -

2. The Ministry of Environment and Forests has examined the proposal. It is noted that

M/s Godavari Biorefineries Limited (formerly known as M/s Somaiya Organo Chemicals- a
unit of Godavari Sugars Mills Ltd. ) have proposed for expansion of distillery plant capacity
from 200 KLPD to 320 KLPD and ENA plant capacity from 40 KLPD to 260 KLPD at

Sameerwadi, Bagalkot Dist. in Karnataka. The expansion will be carried within the existing

sugar unit of 7500 TCD which will be expanded to 15,000 TCD shortly. The capacity of co-
generation plant will increase from 24 MW to 64 MW. The land area available for the unit is

48.40 ha, of which green belt will be developed in the area of 10 ha. The land requirement

~ for the entire project is 35.50 ha including compost yard. The unit will operate for 270 days

fyear for molasses based operations and 300 days for grain based operations. No Wildlife

sanctuary/national park/biosphere reserve etc. is located within 10 km radius of the plant.

River Ghataprabha flows at a distance of 5 kms from the proposed unit. Environmental
Clearance for 200 KLPD Distillery was accorded by MOEF vide letter no. J-11011 /191/2007
-IA (Il) dated 28/03/2008 and amendment vide letter no. J-11011/191/2007-1A-11 (1) dated
Sept. 2, 2008. Public hearing for the project was held in November, 2007. The proposal
regarding expansion of sugar capacity from 7500 TCD to 15000 TCD and cogeneration plant
from 24 MW to 64 MW is being considered by the State Level Environmentai Impact
Assessment Authority, Karnataka. Public hearing for the sugar unit and cogeneration plant
has been held on 4.2.2009. Project cost for expansion is Rs. 48.0 crores. '

i The additional requirement of water for the proposed expansion will be met from the
condensates. Existing water requirement of 1000 . m3/day is met from the ground water
source. The spent wash generation will be 800 m3/day. Spent wash treatment for grain
based cassaval/tapioca operations will ‘be by concentration and conversion in to DWGS



which will be used as animal feed. The thin 'si'opfspent lees will be recycled as process '

water. Spent wash ftreatment for molasses/ sugar cane juice/beet sugar juice based
operations will be by Bio-methanation followed by concentration in multiple effect evaporator
and composting with press mud. The slops will be concentrated in evaporators and sold as
animal feed. The condensate from the evaporators will be used as process water. The
spent lees will b e recycled for dilution for process. Power requirement of 2.5 MW and steam
requirement of 30 MT/hr. will be met from the 64 MWi/day co-generation units. In

emergency, steam and power requirement will be met from the 45MT/hr boiler and 3.0MW
turbine. : '

4. - Particulate emissions from the c:o—generaﬁon unit boiler will be controlled by ESP and
emissions from the boiler will be controlled through wet scrubbers. Solid waste generation

will be in the form of yeast sludge and will be sold as manure. Ash from the boiler will be
used in composting.

5. All the molasses /grain based distilleries have been listed at Sl. no. 5 (g) in category
‘A’, as per the EIA notification, 2006 and have to be appraised by central Government. The
Expert Appraisal Committee (I) considered the project in 95" Meeting held on 15-17" June,
2009. The Committee recommended the project for environmental clearance as per para 7
(ii) of EIA Notification, 2006 exempting from preparation of EIA and Public hearing.

6. Based on the information submitted by you, the Ministry of Environment and Fore_stsr
hereby accords environmental clearance to above project under the provisions of EIA

Notification dated 14" September 2006 subject to strict compliance of the followirig Specific

and General conditions: :
~A. - SPECIFIC CONDITIONS:

i The industry shall ensure that the treated effluent and stack emissions from the
unit are within the norms stipulated under the Environment (Protection) Act, 1986
rues or SPCB whichever is more stringent. In case of process
disturbances/failure of pollution control equipment adopted by the unit, the
respective unit shall be shut down and shall not be restarted until the control
measures are rectified to achieve the desired efficiency.

il. The company shall upload the status of compliance of the stipulated
environmental clearance conditions, including results of monitored data on its
website and shall update the same periodically. It shall simultaneously be sent to

the Regional office of MOEF, the respective Zonal office of CPCB and the State:

Pollution Control Board. The levels of SPM, RSPM, SO2, NOx (ambient levels)
and emissions from the stacks shall be monitored and displayed at a convenient
location near the main gate of the company and at important public places.

iii. The particulate emissions from the 84MW cogeneration unit shall be controlled by
ESP and emissions from the boilers shall be controlled by wet scrubber and
emission shall be dispersed through stack. The stack height shall be as per the
CPCB standards/guidelines for dispersion of SPM emissions.

iv. The spent wash generated (800 m3/d) from molasses/ sugar cane juice/ Beet
sugar juice based raw material after bio methanation shall be evaporated in the
multiple effect evaporator and thereafter composted with press mud. The slopes
from the grains, cassava/tapioca based process shall be concentrated in

evaporator and converted into DWGS which will be used as animal feed. The

condensate from the evaporator shall be recycled in the process.



.
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The spent wash shall be stored in impervious pucca. lagoons. The spent wash
lagoons shall have proper lining with HDPE and shall be kept in proper condition
to prevent ground water pollution. The storage capacity of the lagoons for spent
wash shall be as per CPCB guadelmes and shall not exceed 30 days

Adequate numbers of ground water quality monitoring stations by providing
piezometers around the project area and compost yard shall be set up. Sampling
and trend analysis monitoring must be made on a monthly basis and report
submitted to SPCB and this Ministry.

- Green belt in 33% of the .ptant area shall be provided to mitigate the effects of
‘fugitive emissions all around the plant and. compost yard as per the CPCB
guidelines in consultation with the local DFO.

Company -shall adopt rainwater harvesting measures to recharge the ground
water.

‘GENERAL CONDITIONS:

No further expansion or modifications in the plant shall be carried out without prior
approvat of the Ministry of Environment and Forests

Ambient Air Quality Monitoring Statlons shall be set up in the down wind direction as
well as where maximum ground level concentration. of SPM, SO2, NOx, are
anticipated in consultation with the State Pollution Control Board.

Adequate number of influent and effluent quality monitoring stations shall be set up in -
consultation with the State Pollutioh Control Board Regular monrtonng should be

. carried out for relevant parameters.

The industry shall ensure that the treated effluent and stack emissions from the unit
are within the norms stipulated under the EPA rules or SPCB whichever is more
stringent. In_case of process dlﬁumgnwsﬁatlum of pollution -control equipment
adopted by the unit, the respective unit shall be shut down and shall not be restarted
until the control measures are rectified to achieve the desired efficiency.

The overall noise levels in and around the plant area shall be kept well within the
standards by providing noise control measures including acoustic hoods, silencers,
enclosures étc. on all sources of nois€ generation. The ambient noise levels should
conform to the standards prescribed under EPA Rules, 1989 viz. 75 dBA ( day time)
and 70 dBA ( nlght time).

Occupational health survelllance programme shall be undertaken as regular exercise
for all the employees. The first aid facilities in the occupational health centre shall be.
strengthened and the ‘medical records of each employee shall be maintained

separately.

A separate environmental management cell équipped with full fledged laboratory
facilities must be set up to carry out the environmental management and monitoring
functions.









